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Rogue Valley
Stormwater Design

Manual

UNDER DRAIN, RIGID PERFORATED
PIPE. SIZE & LENGTH PER PLAN.

  OUTLET CONTROL
STRUCTURE PER PLANCLEANOUTS /

ACCESS FOR
MAINTENANCE

PER PLAN.

B

B

AA

SECTION A-A
SECTION B-B

3H:1V MAX. SIDE SLOPES IN
TREATMENT AREA. SEE PLAN FOR
FACILITY GRADING, TOP OF BANK,
BOTTOM OF FACILITY ETC.CLEANOUTS / ACCESS

FOR MAINTENANCE.

UNDER DRAIN (TYPICAL).
RIGID PERFORATED PIPE.

NUMBER, SIZE, LENGTH
PER PLAN.

OUTLET CONTROL
STRUCTURE PER PLAN

GROUND STABILIZATION
PER PLANS

DESIGN WATER
SURFACE & OVERFLOW
ELEVATION PER PLAN.

AMENDED NATIVE SOIL 18" MIN./
IMPORTED SOIL 12" MIN.
COMPACTED TO 85% BY LANDSCAPE
ROLLER OR OTHER APPROVED METHOD

6" MIN.

STORAGE ROCK
GRANULAR DRAIN
BACKFILL 3 4" - 12"
12" MIN.

4" MIN, SEPARATION ROCK
COURSE AGGREGATE NO. 8

OR NON-WOVEN GEOTEXTILE

NON-WOVEN GEOTEXTILE OR
IMPERMEABLE LINER

(LINER OPTIONAL)
RIGID NON-PERFORATED

DRAIN PIPE. NUMBER,SIZE,
LENGTH PER PLAN.

4" MIN

FREEBOARD PER
PLAN. 6" MIN.

BOTTOM SLOPE
PER PLAN. 6% MAX.

UNDISTURBED
SUBGRADE TYP.

UNDISTURBED
SUBGRADE TYP.

UNDISTURBED
SUBGRADE TYP.

WALL/PLANTER OPTION,
EXTEND TO SUBGRADE

NON-WOVEN GEOTEXTILE OR
IMPERMEABLE LINER

(LINER OPTIONAL)

Soil Filtration
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