
Underground Retention:
Soakage Trench under Impervious

Pavement Surface

1.     PROVIDE DEPTH TO PIPE NEEDED FOR ADEQUATE COVER BASED ON VEHICULAR LOADING, WHICH
VARIES WITH PIPE MANUFACTURER.
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Scale: NTS

PAVEMENT SECTION PER DETAILS AND PLAN

6" MIN DIA PERFORATED DISTRIBUTION &
OVERFLOW PIPE WITH CLEANOUT

STORAGE ROCK, GRANULAR DRAIN
BACKFILL 3 4" - 12"

NON-WOVEN GEOTEXTILE, WRAPPED AROUND
PERFORATED PIPE AND ENTIRE TRENCH,
OVERLAP 12" AT ALL EDGES

STORAGE DEPTH
PER PLANS

12" MIN,
SEE NOTE 1,
OR PER PLANS

MAXIMUM SLOPE ALONG LENGTH = 0.0050 (0.5%)
MAXIMUM SLOPE ALONG WIDTH = 0.0000 ((0%)

Rogue Valley
Stormwater Design

Manual

IF WATER IS DIRECTLY DISCHARGED TO THE SUBSURFACE, THE FACILITY MAY BE CONSIDERED A UIC
AND MIGHT REQUIRE DEQ AUTHORIZATION.  CONTACT DEQ TO FIND OUT ABOUT CURRENT UIC
REGULATIONS AND WHETHER AUTHORIZATION WILL BE REQUIRED.  DEQ'S UIC WEBPAGE:
HTTP://WWW.OREGON.GOV/DEQ/WQ/WQPERMITS/PAGES/UIC.ASPX.

UIC AUTHORIZATION (NOT ALWAYS REQUIRED):


